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(57) Abstract 

A method and apparatus for accessing information on a host computer (106) from a client computer (104) utilizing an intermediate 
server computer (108) that is connected to the client computer by a network. The host computer transmits a presentation space data stream 
representing a host screen to the server computer. The server computer creates an HTML document based on the information received from 
the host computer and transmits the HTML document to the client computer. The client computer creates a Web page based on the HTML 
document. The Web page includes fields and controls that implement the functionality of the host screens while presenting an improved 
user interface. A user can create HTML templates that substitute for the automatically created HTML documents for any one or more of 
the host screens. The server computer inserts session identifiers within the URLs that are contained in the HTML documents, and uses the 
session identifiers to maintain separate connections between multiple host computers and a single client computer. 



FOR THE PURPOSES OF INFORMATION ONLY 
Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCX 



AL 


Albania 


ES 


Spain 


LS 


Lesotho 


SI 


Slovenia 


AM 


Armenia 


FI 


Finland 


LT 


Lithuania 


SK 


Slovakia 


AT 


Austria 


FR 


France 


LU 


Luxembourg 


SN 


Senegal 


AU 


Australia 


GA 


Gabon 


LV 


Latvia 


SZ 


Swaziland 


AZ 


Azerbaijan 


GB 


United Kingdom 


MC 


Monaco 


TD 


Chad 


BA 


Bosnia and Herzegovina 


GE 


Georgia 


MD 


Republic of Moldova 


TG 


Togo 


BB 


Barbados 


GH 


Ghana 


MG 


Madagascar 


TJ 


Tajikistan 


BE 


Belgium 


GN 


Guinea 


MK 


The former Yugoslav 


TM 


Turkmenistan 


BF 


Burkina Faso 


GR 


Greece 




Republic of Macedonia 


TR 


Turkey 


BG 


Bulgaria 


HU 


Hungary 


ML 


Mali 


TT 


Trinidad and Tobago 


BJ 


Benin 


IE 


Ireland 


MN 


Mongolia 


UA 


Ukraine 


BR 


Brazil 


IL 


Israel 


MR 


Mauritania 


UG 


Uganda 


BY 


Belarus 


IS 


Iceland 


MW 


Malawi 


US 


United States of America 


CA 


Canada 


IT 


Italy 


MX 


Mexico 


UZ 


Uzbekistan 


CF 


Central African Republic 


JP 


Japan 


NE 


Niger 


VN 


Viet Nam 


CG 


Congo 


KE 


Kenya 


NL 


Netherlands 


YU 


Yugoslavia 


CH 


Switzerland 


KG 


Kyrgyzstan 


NO 


Norway 


ZVV 


Zimbabwe 


CI 


C6te d'lvoire 


KP 


Democratic People's 


NZ 


New Zealand 






CM 


Cameroon 




Republic of Korea 


PL 


Poland 






CN 


China 


KR 


Republic of Korea 


PT 


Portugal 






cu 


Cuba 


KZ 


Kazakstan 


RO 


Romania 






cz 


Czech Republic 


LC 


Saint Lucia 


RU 


Russian Federation 






DE 


Germany 


LI 


Liechtenstein 


SD 


Sudan 






DK 


Denmark 


LK 


Sri Lanka 


SE 


Sweden 






EE 


Estonia 


LR 


Liberia 


SG 


Singapore 







WO 98/26359 PCT/US97/16456 



METHOD OF ACCESSING INFORMATION ON A HOST COMPUTER 
FROM A CLIENT COMPUTER 

Field of the Invention 
The present invention relates to methods of accessing information on a host 
5 computer from a client computer, and in particular, methods of communicating 
between a client computer connected to a network and a host computer that is 
accessible through the network. 

Background of the Invention 
Many businesses utilize mainframe or minicomputers such as IBM 
10 mainframes, the Hewlett Packard HP3000, the IBM AS/400, and Digital Equipment 
Corporation VAX computers to maintain and manipulate essential information, such 
as accounting data. At one time, access to the programs, and therefore the data, was 
available only through dedicated terminals, which were connected directly to the 
computer or to a network on which the computers resided. However, as the use of 
15 personal computers in businesses became widespread, terminal emulation programs 
were developed that ran on personal computers. A terminal emulation program 
allows a personal computer (PC) to function as a terminal to a host mainframe or 
minicomputer. The PC monitor displays the information that a dedicated host 
terminal would display, while alphanumeric data entered with the PC is passed to the 
20 host computer in the same manner as if the data were entered with a dedicated 
terminal. 

The RUMBA® connectivity software, developed by Wall Data Incorporated, 
is a computer program that establishes a communications link between a PC and a 
host computer. The RUMBA software allows the user of a PC to connect to a host 
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computer in order to view stored data and enter new data. RUMBA provides a 
window on the PC within which an operator can access and manipulate data from a 
host computer. The communications link and window are referred to as a RUMBA 
session. The host computer creates a memory buffer containing data that is displayed 
5 on the host terminal, if such a terminal is used. The visual representation of the host 
memory buffer is referred to as a presentation space, and is displayed within a 
RUMBA window that can be manipulated utilizing standard Windows techniques, 
such as resizing or moving the window. 

In recent years, there has been a tremendous proliferation of computers 

10 connected to a global network known as the Internet. A computer connected to the 
Internet can download digital information from special computers connected to the 
Internet called World Wide Web servers. These servers allow other computers to 
execute a Web browser program that translates the digital information into a visual 
form that is perceptible by a user. 

15 Documents that can be retrieved from a computer on the Internet generally 

containing instructions in a format known as "Hypertext Markup Language" (HTML). 
These instructions allow a computer that is running a Web browser to view the 
document. HTML includes instructions for formatting text, linking to digital data, 
and receiving input from a user at a client computer. HTML is designed to be 

20 platform independent, so a Web page can be displayed on any computer with a 
compatible browser program. 

The Web server transmits an HTML document over the Internet to client 
computers. Typically, a Web server includes multiple HTML documents, each page 
being stored in a file on the Web server's disk or other storage mechanism. 

25 In addition to the Internet, another computer configuration that is becoming 

increasingly popular is called an "intranet." An intranet operates in the same manner 
as the Internet, except that client computers and servers are connected together 
through a local area network (LAN), which allows limited access from computers that 
are not coupled directly to the LAN. Typically, an intranet is used within a single 

30 corporation or other organization. 

Markup languages, such as HTML, provide limited capabilities. Unlike 
regular programming languages, markup languages are designed to specify the 
formatting information necessary to present information. They do not have the 
dynamic capabilities of a regular programming language. JavaScript is a scripting 

35 language that is used to extend the capabilities of HTML. JavaScript is capable of 
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recognizing and responding to events, such as mouse clicks and movements, 
generated by a browser program. JavaScript scripts are embedded in HTML 
documents. The browser executes each script as it reaches the position of the script 
during interpretation of the HTML document. JavaScript scripts are transferred 
5 between a server and a browser as text and interpreted by the browser program. 

Currently existing methods of accessing information from host computers 
require the time and expense of physically linking client computers with host 
computers. It is desirable to have a method of providing access to host computers 
from remote locations. It is also desirable that such a method provide a user interface 
10 that is easy to use. 

Summary of the Invention 
The present invention is a method of transferring information between a host 
computer and a client computer that are connected together through a server 
computer. The invention provides a Display control object, a host extension object, 

15 and a server application framework. The Display control object functions as a 
'Virtual" host, by receiving information from the host computer, sending information 
to the host extension, and sending commands and information back to the host 
computer. The host extension receives information from the host computer via the 
Display control, and creates a set of instructions that is transferred, via the server 

20 application framework, to the client computer. The client computer utilizes the set of 
instructions received from the host extension to create Web pages that are displayed 
on the client computer. A user interacts with the client computer, sending commands 
to the host extension, and receiving new Web pages. In a currently preferred 
architecture, the client computer is linked to the server computer by the Internet, or a 

25 local area network, the server computer is linked to the host computer by an SNA 
network, and the host computer sends data to the server computer in a PS data 
stream. 

The server computer receives data from the host computer that represents a 
host computer display screen having function key capable fields and an associated 

30 partial list of items. Upon receipt of this data from the host computer, the server 
computer locates the function key capable fields, and creates a set of instructions 
including statements in HTML that corresponds to the function key capable fields. 
The instructions are sent to the client computer. The client computer is programmed 
to continually scan the user's input for the presence of a function key, which in the 

35 presently preferred embodiment of the invention is the F4 key. When the user enters 
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the F4 key, the server computer receives a request from the client computer for a 
complete list of items corresponding to the function key capable field, whereupon the 
server computer receives additional data, and transmits this additional data to the 
client computer. 

The invention also includes a process of determining whether a pre-existing 
instruction template corresponding to a host computer screen exists, and, if it does, 
sending the pre-existing instruction template to the client computer instead of creating 
a new set of instructions. Preferably, a session ID corresponding to each instruction 
template is used to determine if the instruction template corresponds to the host 
computer screen. By determining a screen ID for the host computer screen and 
testing whether the screen ID for the host computer screen corresponds to any of the 
existing instruction templates the host computer is able to determine whether the 
pre-existing template exists. An instruction template may further include a pull data 
field that specifies information is desired from the host computer. When the server 
computer finds a pull data field, the information is retrieved, and inserted in the 
instruction template in place of the pull data field. 

The invention further includes a method of maintaining parallel sets of 
instruction templates, one set corresponding to client computers operating in a low 
bandwidth mode and a second set corresponding to client computers operating in a 
high bandwidth mode. When the server computer determines that the client computer 
is operating in a low bandwidth mode, the server computer retrieves an instruction 
template from the low bandwidth set. When the server computer determines that the 
client computer is operating in a high bandwidth mode, the server computer retrieves 
an instruction template from the high bandwidth set. 

The invention also provides for multiple communication sessions, each 
communication session having one browser application, one host extension object, 
one Display control, and one host computer. A session ID is associated with each 
communication session. The session ID is inserted in the Hypertext Link Addresses 

that are sent from the to the client computer. When the server computer 

receives a Hypertext Link Address from the client computer, the session ID is 
extracted and used to identify the particular host extension that corresponds to the 
originating browser application. The command is then forwarded to the particular 
corresponding host extension. 

The invention also includes a method of determining the focus field in a host 
computer screen, the focus field being the field that currently contains a cursor. The 
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information is used to determine a corresponding cursor field on the Web page that is 
created from the host screen. Instructions are included in the set of instructions that 
are sent to the client computer, the instructions positioning a cursor in the correct 
cursor field on the Web page displayed on the client computer. 
5 As will be readily appreciated from the foregoing description, the computer 

based system and method enables an organization to provide easy access to host 
applications over a local area network, or publish applications to users over a global 
network. By allowing a host application to be accessed by anyone on an existing 
global network, the invention provides ease of accessibility without requiring the 
10 expense of a proprietary network. The invention further provides an improved user 
interface to existing host applications, improving efficiency and ease of use. 

Brief Description of the Drawings 
The foregoing aspects and many of the attendant advantages of this invention 
will become more readily appreciated as the same becomes better understood by 
15 reference to the following detailed description, when taken in conjunction with the 
accompanying drawings, wherein: 

FIGURES 1 A and IB are block diagrams illustrating an exemplary networking 
architecture in which the invention is used; 

FIGURES 2A to 2C are pictorial representations of information that is 
20 received from a host computer and a corresponding exemplary net browser 
application window displaying Web pages having the host information contained 
therein; 

FIGURE 3 is a flow diagram illustrating the process of parsing text to 
determine whether the corresponding field is a function key field; 
25 FIGURE 4 is a flow diagram illustrating the process of parsing text to 

determine whether the corresponding field is a menu item field; 

FIGURES 5A to 5D illustrate exemplary HTML instructions to create 
controls for function key and menu item fields; 

FIGURE 6 illustrates a Web page displaying a cursor within a field; 
30 FIGURE 7 is a flow diagram illustrating the process of creating an HTML 

document having instructions to correctly set the cursor; 

FIGURE 8 is a block diagram illustrating a portion of a PS data stream sent 
from the host computer to a server computer; 

FIGURES 9A and 9B illustrate a host computer screen containing an F4- 
35 capable field and a corresponding Web page; 
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FIGURE 10 is a flow diagram illustrating the process of detecting ellipses 
controls on a host screen and creating a corresponding ellipsis button on a Web page; 

FIGURE 11A and 1 IB illustrate a portion of an exemplary HTML document 
implementing an ellipsis button control in a Web page; 
5 FIGURES 12 A and 12B are flow diagrams illustrating the process of 

determining whether a new host screen corresponds to an existing HTML template, 
and creating a Web page accordingly; 

FIGURE 13 is a block diagram illustrating an architecture having two 
communication sessions concurrently active; and 
10 FIGURE 14 is a flow diagram illustrating the process maintaining multiple 

communication sessions between a client computer and multiple host computers. 
Detailed Description of the Preferred Embodiment 
FIGURE 1A illustrates an exemplary architecture 102 in which one or more 
client computers 104 communicate with one or more host computers 106 via a 
15 network. Each client computer is preferably a personal computer of the type that 
includes an amount of volatile memory, and nonvolatile memory such as a hard disk 
or other storage device. In addition, each client computer 104 includes a processor, a 
keyboard, a directional input device such as a mouse, and a display device such as a 
cathode ray tube (CRT) or a liquid crystal display (LCD). As will be readily 
20 understood by one skilled in this art, and others, a number of different directional 
input devices exist that are functional for allowing a user to provide directional input 
to a computer and select items displayed on a computer display. The most popular 
devices are mice, trackballs, touch pads, and joysticks. Keys on a keyboard may also 
be used to provide directional input and select graphical items. However, for 
25 purposes of discussion, the description of the input devices shall primarily concentrate 
on mice. 

The host computer 106 can be an IBM AS/400 computer, an IBM mainframe 
or other similar computer. A server computer 108 is topologically intermediate the 
client computer 104 and the host computers 106. The server computer 108 is 

30 preferably a personal computer having the elements of a client computer 104 as 
described above. The client computer 104 and the server computer 108 communicate 
with each other via a communication medium 110, such as a wide area network, a 
local area network, intranet, or TCP/IP. The preferred communication medium 110 is 
the Internet. The Internet is a widely used wide area network that comprises many 

35 networks linked together to form a global network. The Internet, local area 
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networks, and TCP/IP communication mediums are well understood in the art and 
need not be discussed in further detail here. Connection to the Internet is provided by 
numerous commercial services. Description of the invention using the Internet as the 
communication medium 110 should be considered exemplary, and not limiting. 
5 The server computer 108 and the host computers 106 are connected by a 

communication medium 112 that may be a direct link or a network, enabling the 
server computer 108 and the host computers 106 to communicate by sending or 
receiving commands and data. In the currently preferred embodiment of the 
invention, the communication medium 112 is a network having an architecture 

10 referred to as a System Network Architecture (SNA). An SNA network may 
optionally employ an SNA server (not shown), which functions as an intermediary 
between the communications medium 1 12 and each host computer 106. 

The SNA utilizes a set of standards developed by IBM for network 
communication. The communication standards are considered to be well known to 

15 those skilled in the art and need not be discussed in further detail except as they relate 
to the present invention. 

The host computer 106 sends packets of data, referred to as data streams, 
across the communication medium 112 to the server computer 108. Every data 
stream is preceded by header information containing flags or indicators representing 

20 network status and other information. The header information is used by nodes on 
the network to coordinate the exchange of data between nodes. 

FIGURE IB illustrates a preferred architecture of the present invention. The 
server computer 1 08 includes a Web server 1 1 8 application that is run by the server 
computer to send and receive data from the Internet and a server application 

25 framework 113. The server application framework includes a Display control 114 and 
a host extension object 116. The Display control 114 serves as an intermediary 
between a corresponding host computer 106 and a corresponding host extension 
object 116. Data and commands are sent between the Display control 114 and the 
host computer 106 over the communications medium 112 and between the Display 

30 control and the host extension via a bidirectional data path 121 . 

The Display control 114 functions as a "virtual" host computer to the host 
extension 1 1 6, preferably providing an object oriented framework and communication 
means, while hiding some of the communication details from the host extension 116. 
A Display control 114 is disclosed in a copending application entitled "Method for 

35 Accessing Information on a Host Computer from a Client Computer," Serial 
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No. , filed on November 15, 1996, the subject matter of which is 

incorporated herein by reference. 

Each host computer 106 has a conceptual two-dimensional display, called a 
Dresentation soace fPSV and an associated PS buffer. The PS buffer 
5 host computer's memory containing information that can be displayed in a computer 
screen. A presentation space is the conceptual display that would be created if the 
entire PS buffer were displayed on the computer screen. A PS buffer includes one or 
more fields that contain data, such as a text string or a numeric value. When a PS 
buffer is transmitted over the communications medium 112, it is referred to as a PS 

10 data stream. The complete format of a PS data stream is documented in Data Stream 
Programmer's Reference, GA23-0059-07, by IBM Corp. (1987). The content and 
format of a PS data stream are well known to those skilled in this art, and need not be 
discussed in further detail except as they relate to the present invention. 

The Display control 114 stores the information, including the data pertaining 

15 to each field, received from the host computer 106. The field data includes such data 
as the field text, the length of the field, and whether a field is protected or not. The 
field text is the text displayed on the host screen. A protected field cannot be 
modified directly by a user. In the preferred embodiment, the Display control 
retrieves the field text and stores it in an object corresponding to the particular field. 

20 The Display control provides an object oriented interface that allows the host 
extension 1 16 to access the information, and to send data and commands back to the 
host computer 106 via the Display control 1 14, 

When the Display control 1 14 receives a new PS data stream, it sends an event 
to the host extension 1 16, thereby notifying the host extension of the newly received 

25 PS data stream. The host extension 116 then queries the Display control 114 for 
information pertaining to the PS data stream. As described in further detail below, the 
host extension utilizes the obtained information to create a document containing 
instructions that can be used to display a Web page. In the preferred embodiment, the 
document is comprised of HTML statements and embedded scripts, and is referred to 

30 as an HTML document. The HTML document is transferred via a data path 122 to 
the Web server process 1 18. 

The Web server process 118 receives HTML documents and transmits the 
HTML documents over the Internet to the client computers 104. A number of Web 
server processes 118 are commercially available, such as Microsoft Internet 



f) r 

WO 98/26359 PCT/US97/16456 

-9- 



Information Server by Microsoft Corporation and Netscape Communications Server 
by Netscape Corporation. 

The client computer 104 includes a Web browser application 120, that 
displays HTML documents received from the server computer 108. The Web 
5 browser application 120 may comprise a single application, or multiple applications 
working together to implement the functionality of the Web browser 120. Netscape 
Navigator™ 3.0, by Netscape Communications Corporation, of Mountain View, 
California, and Internet Explorer™, by Microsoft Corporation, of Redmond, 
Washington, are two examples of Web browser applications 120 that can be used with 

10 the present invention when running on the Windows 3.1®, Windows. 95®, or 
Windows NT® operating systems. 

The server application framework 113 serves as a container for the host 
extension object 1 16 and the Display control 1 14. The Web server process 1 1 8 sends 
commands and data to the host extension through the server application framework. 

15 As will be discussed in further detail below, when more than one host extension is 
active on the server computer, the server application framework handles routing, so 
that commands coming from the Web server process are directed to the correct host 
extension. Similarly, communication from a host extension to the Web server process 
are routed through the server application framework. 

20 In a preferred means of communication, the server application framework 

includes a software process, such as a dynamically linked library (not shown), that 
functions as an intermediary between the Web server process 118 and the host 
extension 116. The software process communicates with the host extension using a 
standard interface technique known as object linking and embedding (OLE), and 

25 specifically OLE automation. The software process makes a remote procedure call to 
the host extension 116 to request and receive information from the host extension. 
OLE and remote procedure calls are well understood in this art, and need not be 
discussed in further detail here. 

The Web browser 120, upon receiving a new HTML document over the 

30 Internet, interprets the HTML statements and any embedded scripts, and displays a 
Web page. The Web page contains information that was transmitted by the host 
computer 106 over the communications medium 112 in a PS data stream. A user 
viewing the Web page at the client computer 104 can input commands or data. The 
commands or data follow a reverse path to the host computer 106. That is, the 

35 commands or data are transmitted from the client computer 104 over the Internet to 
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the Web server process 118. The Web server process 118 passes the commands or 
data, through the server application framework, to the host extension 116, which 
communicates the commands or data to the Display control 114 over the data 
path 121. The Display control 114 transmits the commands or data over the 
5 communications medium 112 to the host computer 106. Below are descriptions of 
the translations that occur, primarily within the host extension 116, as commands and 
data are transferred between the host computer 106 and client computer 104. 

FIGURE 2A illustrates an exemplary host computer screen 202 or 
presentation space. FIGURE 2B illustrates a corresponding Web page 212 as 

10 displayed on a client computer. As discussed above, the contents of the PS data 
stream representing the host computer screen 202 are analyzed, and an HTML 
document 224 is created. The HTML document, when displayed by the Web browser 
application running on the client computer 104 appears as the Web page 212. 

The exemplary host screen 202 includes a title 204 and static text 205. A 

15 plurality of menu items 206a-k presents a choice of selections to a user. An edit 
box 208 provides a user operating a terminal at the host computer with an area in 
which to enter a number corresponding to one of the menu items 206a-k. When a 
user at a host terminal selects one of the menu items 206a-k, the host presents a new 
screen corresponding to the selected menu item. 

20 The host screen 202 also includes a menu of function keys 210a-f along the 

bottom of the screen. The function keys represent actions that a user can take as an 
alternative to selecting one of the menu options 206a-k. For example, the function 
key, F3, represents an EXIT command that allows a user to exit the host application. 
A function key, F12, corresponds to a CANCEL command that allows a user to 

25 cancel the previous selection. Each host screen has a set of one or more function key 
commands that are along the bottom of the screen. 

The Web page 212 corresponding to the host screen 202 includes items 
corresponding to the items within the host screen. At the top of the page is a 
title 214, corresponding to the host screen title 204, that informs a viewer what screen 

30 they are seeing. Below the title is a static text message 215, corresponding to the 
host screen static text 205, that informs the viewer of the functions that may be 
performed. For example, the static text shown asks the viewer to "select one of the 
following" and is followed by a set of menu items 206a-k that can be activated as 
described below. A set of menu items 216a-k correspond to the host screen menu 
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items 206a-k. A selection edit box 218 corresponds to the host edit box 208. A set 
of menu items 220a-f correspond to the host screen function key menu items 21 Oa-f 

The appearance and operational capabilities of the menu items216a-k are 
different from the corresponding host screen menu items 206a-k. Specifically, the 
5 Web page menu items216a-k are hypertext links implemented by using HTML 
instructions. HTML provides the ability to include a hypertext link within a Web 
page. A hypertext link, also referred to as a hyperlink, is defined with text and a 
specification of a location of a new Web page or a position within the same Web 
page. The specification of the location of a Web page is referred to as a Universal 

10 Resource Locator (URL). When a user places the cursor over a hyperlink and clicks 
to select the link, a new Web page is retrieved, or the position in the current Web 
page is changed to the specified location. Hyperlinks are typically displayed in a color 
different from the color of ordinary text, and are underlined, although commercial 
Web browsers allow a user to change the appearance of hyperlinks. In FIGURE 2B 

15 each of the menu items 216a-k are underlined to indicate that they represent hypertext 
links. 

A user desiring to select one of the menu items 216a-k does not need to enter 
the corresponding item number in the edit box 218. Rather, a user places the cursor 
over one of the hypertext menu items 216a-k and clicks on the mouse button or other 

20 input device. Upon receiving an input click on a hyperlink, the Web browser sends 
the associated address, or URL, to the Web server process 118. The Web server 
process forwards the URL to the server application framework, which then routes the 
URL to a host extension. The host extension, in response to receiving a URL from a 
Web browser, retrieves additional information and sends a new HTML document 

25 back to the originating Web browser. As discussed in further detail below, the 
retrieval of additional information may include sending a command or query to the 
Display control 114, which may send a corresponding command to the host 
computer 106. 

The Web page in FIGURE 2B also includes a set of hyperlinks 220a-f that 
30 represent to the fianction key items 210a-f on the host screen 202. Each of the 
hypertext links 220a-f presents to a user the ability to perform the equivalent 
operation of the corresponding function key item 21 Oa-f. However, instead of 
pressing a function key on the keyboard, a user can select the item by moving the 
cursor over the item and clicking a button on the mouse or other input device. As 
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discussed above with regard to the menu items 21 6a-k, upon selecting one of the 
hyperlinks 220a-f, a command, in the form of a URL, is sent from the Web browser 
application 120 to the server process 118, where the command is processed. 
Although to a user, both the hyperlink menu items 216a-k and the hyperlink function 
5 key items 220a-f appear similar, each has different meanings. The hyperlink menu 
items 216a-k represent selections from a choice of items, while the hyperlink function 
key items 220a-f represent commands that are executed upon selection, which may or 
may not result in a transfer to a new screen. As will be discussed in further detail 
below, the implementation of the two types of hyperlinks also differ. 

10 FIGURE 2C illustrates an alternative embodiment of the Web page illustrated 

in FIGURE 2B. As depicted in FIGURE 2C, the Web page 228 includes a row of 
buttons 230a-f corresponding to the hyperlink function keys 220a-f of FIGURE 2B. 
The function key buttons 23 Oa-f are functionally similar to the hyperlink function 
keys 220a-f. When the user selects one of the function key buttons 23 Oa-f, the Web 

15 browser application sends a command to the Web server process, which then 
forwards the command to the host extension for processing. Preferably, the invention 
includes both of the embodiments illustrated in FIGURES 2B and 2C, and presents to 
the user a choice of which embodiment to use. 

FIGURE 3 illustrates a series of steps 302 of locating a function key field, as 
20 performed by the host extension 116 in order to create a corresponding hyperlink or 
button. Beginning with a step 304, the host extension retrieves a field text, from a PS 
data stream transmitted from the host computer. Preferably, the host extension 
retrieves the field text by querying the Display control and saving a local copy of the 
text. At a step 306, the host extension examines the first character of the text to 
25 determine if it is a TP'. If the first character is a 'P 1 , then at a step 308, the host 
extension removes the first character from its local copy of the text. At a step 310, 
the host extension determines if the new first character is an 'A'. 

If, at the step 310, the host extension determines that the new first character is 
an 'A'", the host extension determines whether the second character is a decimal digit, 
30 that is, a digit between 0 and 9 inclusive at a step 312. If the second character is not a 
decimal digit, a function key is not found and the process terminates with respect to 
the current field text. If, at the step 312, it is determined that the second character is 
a decimal digit, then at a step 3 14, a determination is made of whether the third 
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character is an equal sign, ("="), a SPACE, or a NULL character. If, at the step 314, 
an equal sign, SPACE, or NULL is found, the process terminates, and the host 
extension declares that a function key has been found. 

If, at the step 314, one of the three desired characters, i.e., the equal sign, 
space or NULL characters are not found, the host extension determines whether the 
third character is a decimal digit at a step 316. If the determination at step 316 is 
negative, the host extension declares that a function key is not found and the process 
terminates with respect to the current field text. If, at the step 3 16, the third character 
is determined to be a decimal digit, then the host extension determines whether the 
fourth character is an "=" sign, a space, or a NULL character at step 318. If the 
answer to step 318 is yes, the host extension declares that a function key has been 
found and the process terminates with respect to the current field text. If, the answer 
to the step 3 1 8 is no, the host extension declares that a function key has not been 
found and the process terminates with respect to the current field. 

If, at the step 306, the first character is not a 'P*, the host extension determines 
whether the first character is an T at a step 320. If the determination at the step 320 
is negative, the host extension determines a function key is not found and the process 
terminates with respect to the current field text. If the determination at the step 320 is 
positive, processing continues at the step 312, as described above. If, at the step 310, 
it is determined that the first character is not an 'A, processing continues at the 
step 320 by determining, as discussed above, whether the first character is an T\ The 
above process is repeated for each field within a PS data stream, in order to find all 
host function key fields. 

The above process finds host function key fields that begin with any of the 
following text combinations: 
F#<delimiter> 
F##<delimiter> 
PF#<delimiter> 
PF##<deIimiter> 
PA#<delimiter> 
PA##<delimiter> 

where <delimiter> is an equal sign, a SPACE, or a NULL and '#* is a decimal digit. In 
some situations, the text corresponding to a host function key may be split into two 
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separate fields in the PS data stream. If the process shown in FIGURE 3 determines 
that a function key is found and no other text is in the field, the next field text is 
retrieved and merged with the current field to obtain the text for use as a function key 
button or hypertext. 

5 FIGURE 4 illustrates a series of steps 402 that are performed by the present 

invention to locate a menu item field. At a step 404, the host extension retrieves a 
field text, as described above with regard to the process of locating a function key 
field. At a step 406, the host extension determines whether the first character of the 
text is a decimal digit. If the first character is not a decimal digit, a menu item field is 

10 not found, and the process terminates with respect to the current field text. If it is 
determined, at step 406, that the first character is a decimal digit, then a determination 
is made of whether the second character of the text is a decimal digit at a step 408. 

If it is determined, at step 408, that the second character is a decimal digit, 
then the first character is removed from the host extension's local copy at a step 410, 

15 thereby making what was previously the third character into the second character. 
After the step 410, the process loops back to the step 408 and determines whether the 
new second character is a decimal digit. 

If, at the step 408, the second character is not a decimal digit, a determination 
is made of whether a second character is a period at a step 412. If it is determined, at 

20 step 412, that the second character is not a period, a menu item field is not found, and 
the process 402 terminates with respect to the current field. 

If, at the step 412, the determination is made that the second character is a 
period, a determination is made of whether the third character is a NULL or a SPACE 
at a step 414. If, at the step 414, the third character is found to not be a NULL or a 

25 SPACE, then a menu item field is not found, and the process 402 terminates with 
respect to the current field. If, at the step 414, the host extension determines that the 
third character is a NULL or a SPACE, the process terminates, having found a menu 
item field. The process 402 is repeated for every field received in the PS data stream, 
in order to find all menu item fields. 

30 The above process finds host menu item fields that begin with the following 

text string: 

(#).<menu item delimiter> 
where (#) indicates one or more consecutive decimal digits, and <menu item 
delimited is a NULL or a SPACE. 
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FIGURES 5A and 5B illustrate portions of an exemplary HTML document 
that is produced by employing the methods discussed above, to produce the Web 
page 212 shown in FIGURE 2B. 

FIGURE 6 illustrates a portion of a Web page 602 corresponding to a host 
computer screen (not shown) that allows a user to enter textual information in a 
plurality of fields. The host Web page 602 includes a title 604 and a plurality of 
labels 606a-e that appear as static text. Each label 606a-e has a corresponding edit 
box 608a-e where a user may enter, via a keyboard, text appropriate to the edit box. 
In the exemplary Web page 602, the edit box 608a is designated, by its corresponding 
label 606a, to receive a user's name. Edit box 608b is designated, by its 
corresponding label 606b, to receive a user's password. Edit box 608c is designated, 
by its corresponding label 606c, to receive a program name. Edit box 608d is 
designated, by its corresponding label 606d, to receive a menu name. Edit box 608e is 
designated, by its corresponding label 606e, to receive a library name. 

The depicted Web page 602 further includes a cursor 609 within the edit box 
608a currently having the "focus." The focus is a term applied to the edit box that 
currently accepts keyboard input. When a user enters text at the keyboard, the text is 
accepted by the computer into the edit box 608a that currently "has the focus." The 
edit box having the focus is referred to as the "cursor field." The cursor field on a 
Web page corresponds to an input area on the corresponding host screen that has the 
focus. Each time the host computer presents a new host screen, a cursor may be in 
any one of the input areas, depending on which fields already have information, or 
other factors as determined by the host application program. 

A selectable button 610, having the text "OK" displayed thereon, activates a 
command that accepts the data entered by a user. A selectable button 612, having the 
text "Cancel" displayed thereon, activates a command that cancels data entered by a 
user during the time that the Web page had been displayed. A third selectable 
button 614, having the text "Help" displayed thereon, activates a command that 
presents help information to a user. 

FIGURE 7 is a flow diagram illustrating the process 702 of obtaining 
information pertaining to the current cursor setting at the host computer and creating 
an HTML document having instructions to correctly set the position of the cursor in a 
corresponding Web page. At a step 704, a Display control receives data sent from a 
host computer in a PS data stream representing a host computer screen. At a 
step 706, a host extension creates an HTML document containing instructions to 
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create a Web page corresponding to the host computer screen. At a step 708, the 
host extension and Display control determine the Web page field that is the cursor 
field. This is the field in which a cursor will initially be located. This step preferably 
includes the Display control extracting information pertaining to the host focus field 
5 and placing the information in a set of properties, as discussed in further detail below. 
The host extension then queries the Display control for the property information. 

At a step 710, the host control creates instructions that set the focus to the 
cursor field. These instructions are included in the HTML document. As discussed 
below, the instructions are preferably written in the JavaScript language. At a 
10 step 712, the host control sends the HTML document to a client computer. 

The following table is an exemplary portion of an HTML document including 
embedded JavaScript that sets the focus to a particular field within a form defined by 
an HTML document. The line numbers are for purposes of this discussion only and 
are not included in the actual document. 



15 



1) 
2) 
3) 



<HEAD> 



<html> 



<META HTTP-EQUIV="REFRESH" 
URL=<!ScriptName>/<lSessionlD>/<!UniquelD>/"> 



CONTENT="180; 



20 



25 



7) 
8) 



4) 

5) 
6) 



<SCRIPT language=javascript>function DisplayHelp(page) { 
var path = "/alive/helpr + page ; 

window.open(path l "ArpeggioLiveHelp","toolbars=1,location=0,directories 
=0,status=1 ,menubar=1 ,scrollbars=1 ,resizable=1 ,copyhistory=0,width=6 
00,height=700"); 
} 

</SCRIPT> 



30 



9) <title>ARPEGGIO(tm) Live! AS/400</title> 

10) </HEAD> 



35 



1 1) <BODY bgcolor="white" background=7alive/images/paper12l.gif 
link="#800000" vlink="#800000" 

12) onLoad="document.forms[0].TextlnputxR6xC53xL10.focusO" > 
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13) <FORM METHOD = "POST" 
ACTION="< ! ScriptName>/Form/< ISessionlDW- 

1 141221 142/<!UniquelD>r> 

14) <CENTER> 

15) <table border =1 bgcolor = "#CCCEC7"> 

16) <TR> 

1 7) <td bgcolor="#3293A 1 "> 

18) <font color="white"><STRONG>AS400 Sign 
On</font></STRONG><rTD> 

19) </TR> 

20) <TR> 

21) <TD> 

22) <TABLE BORDER=0 cellpadding=10><TR> 

23) <TD> 

24) <TABLE BORDER=0 cellpadding=0><TR> 

25) <TD> 

26) <STRONG> 

27) User</STRONG> 

28) </TD> 

29) <TD> 

30) <INPUT TYPE="text" SIZE=10 MAXLENGTH=10 
NAME="TextlnputxR6xC53xL10" Value="" 
onBlur="this.form.TextlnputxR6xC53xL10. value = 
this.form.TextlnputxR6xC53xL10.value.toUpperCaseO"> 

31) </TD> 

32) </TR> 

33) <TR> 

34) <TD> 

35) <STRONG> 

36) Password </STRONG> 

37) <fTD> 

38) <TD> 

39) <INPUT TYPE="password" SIZE=10 MAXLENGTH=10 
NAME="TextlnputxR7xC53xL10" Value="" 
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onBlur="this.form.TextlnputxR7xC53xL1 0. value = 
this.form.TextlnputxR7xC53xL10.value.toUpperCase()"> 

40) </TD> 

41) </TR> 
5 42) <TR> 

43) <TD> 

44) <STRONG> 

45) Program/procedure </STRONG> 

46) <H"D> 
10 47)<TD> 

48) <INPUT TYPE="text" SIZE=10 MAXLENGTH=10 
NAME="TextlnputxR8xC53xL1 0" Value=""> 

49) <fTD> 

50) </TR> 
15 51)<TR> 

52) <TD> 

53) <STRONG> 

54) Menu</STRONG> 

55) </TD> 
20 56) <TD> 

57) <INPUT TYPE="text" SIZE=10 MAXLENGTH=10 
NAME='TextlnputxR9xC53xL1 0" Value=""></TD> 

58) <TR> 

59) <TR> 
25 60) <TD> 

61) <STRONG> 

62) Current library </STRONG> 

63) </TD> 

64) <TD> 

30 65)<INPUT TYPE="text" SIZE=10 MAXLENGTH=10 

NAME="TextlnputxR10xC53xL10" Value=""></TD> 

66) </TR> 

67) </TABLE> 

68) </TD> 
35 69) <TD> 
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70) <TABLE BORDER=0 cellpadding=10><TR> 

71) <TD> 

72) <CENTER> 

73) <INPUT TYPE="hidden" NAME="SendKey" value="Enter* , ><INPUT 
5 TYPE="submit" VALUE="OK" > 

74) </CENTER> 

75) </TD> 

76) </TR> 

77) <TR> 
10 78)<TD> 

79) <CENTER> 

80) <INPUT TYPE="submit" NAME="Logoff" VALUE="Cancel"> 

81) </CENTER> 

82) </TD> 
15 83) </TR> 

84) <TR> 

85) <TD> 

86) <CENTER> 

87) <input type="button" value="Help" 

20 88) onclick="DisplayHelp('UserGuide/as400/index.htmr)"> 

89) </CENTER> 

90) <fTD> 

91) <TR> 

92) </TABLE> 
25 93)</TD> 

94) </TR> 

95) </TABLE> 

96) </TD> 

97) </TR> 

30 98) </TABLE> 

99)</CENTER> 



35 



100)</Form> 
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101) </FONT> 

102) </BODY> 



103)<FORM METHOD = TOST" 



5 



AC i iON== 5{ <!ScriptName>/Showuriginai/<iSessioniu>/- 



1 188602465/<!UniquelD>/"> 

104) <CENTER> 

105) <INPUT TYPE="submit" NAME="SHOWORIGINAL" VALUE="Show 



10 



Original Screen" > 

106) </CENTER> 

107) </Form> 



In the HTML document illustrated above, the statement on line 12 positions 
the cursor in the field having the specified symbolic name, "TextInputxR6xC53xL10 " 
The field having this name is defined on line 30 above. In the exemplary document, 
15 fields are given symbolic names constructed from the row, column, and length of the 



FIGURE 8 is a block diagram illustrating a portion of an exemplary PS data 
stream sent from the host computer 106 to a server computer 108. As depicted in 
FIGURE 8, a portion of the PS data stream 802 contains information pertaining to the 

20 host screen field corresponding to the "user" label 606a (FIGURE 6). The "Set 
Buffer Address" (SBA) token 884 indicates that the following data specifies the 
screen buffer coordinates of the corresponding input field. Following the SBA are 
row data 806 and column data 808 specifying the coordinate position of the "user" 
label field on the host screen. 

25 A "start field" token 812 follows this portion of the PS data stream 802, 

indicating that a new field sign immediately follows the "user" field. Attribute 
data 814 that describes various attributes of the new field follows the start field token. 
An "insert cursor" token 816 follows the attribute data, and indicates that the new 
field is the field having the cursor, and therefore the focus. 

30 In the preferred embodiment of the present invention, the Display control 1 14 

scans the PS data stream received from the host computer, and locates the insert 
cursor token. The Display control then determines the coordinate position of the 
cursor, in character units, as it is displayed in a host screen corresponding to the PS 
data stream. Since the row and column of each field may not be provided within a PS 



field. 
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data stream, the determination of the cursor coordinates may include calculations 
based on the coordinates of the previous field and the length of the previous field. 



The Display control maintains several properties relating to the input cursor. 
In particular, the display control includes the following properties: 



Property Name 


Explanation 


CursorColumn 


The CursorColumn property contains a long integer 
indicating the column position of the cursor on the 
screen. 


CursorRow 


The CursorRow property contains a long integer 
indicating the row position of the cursor on the screen. 


CursorSize 


The CursorSize property contains a long integer 
indicating a block cursor size, in screen coordinates. The 
value defaults to zero. 


V/Ui Jul o iy jv^ 


i iic isUi bui oiyie property contains a vaiue indicating tne 
style of cursor currently in use. Possible values are: 

0 block cursor (default) 

1 cross hair cursor 


CursorVisible 


The CursorVisible property contains a Boolean TRUE if 
the cursor is visible, and FALSE if it is hidden. TRUE is 
the default value. 


CursorBlinkRate 


The CursorBlinkRate property contains a long integer 
indicating the cursor blink rate in milliseconds. The 
default value is 530 milliseconds. 



In the preferred embodiment, the host extension queries the Display control 
for the row and column of the cursor in the current host screen, as specified in the PS 
data stream. The host extension also queries the Display control for the row and 
column of each field. The row and column of each field is contained within properties 
of field objects within the Display control, as described in detail in the above- 
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referenced copending application, "Method for Accessing Information on a Host 
Computer from a Client Computer." 

After determining the field within the Web page that is to have the cursor, 
based upon the information received from the host computer, the host extension 
5 creates instructions to set the focus for inclusion within the HTML statements, as 
described above. As depicted in FIGURE 8, the host screen input area having the 
focus is that following the "user" label. The HTML statements above set the focus to 
the corresponding edit box 608a, as illustrated in FIGURE 6. 

FIGURE 9A illustrates a host screen having an "F4-capable" field. The host 

10 screen 902 includes title 904 and a label 905, which are both static text, and an edit 
box 906. Following the edit box 906 is a partial list of text items 908a-c that can be 
selected for input in the edit box 906. A selection is made by typing in the text of the 
item. Following the items 908a-c is an ellipses 910 indicating that additional items 
exist, but are not displayed. When a user places a cursor in the edit box 906 and 

15 selects the "F4" function key, the entire list of items is displayed. An F4-capable field 
can alternatively display the text "F4" instead of an ellipses. 

FIGURE 9B illustrates a Web page 912 corresponding to the host screen 902. 
The Web page 912 includes a text label 914 corresponding to the host screen 
label 904, and a partial list of items918a-c corresponding to the host screen 

20 items 908a-c. The Web page additionally includes a button 920 having an ellipsis as 
the button label. When a user presses the button 920 by placing the cursor over the 
button and clicking a mouse button, the additional items of the list, not previously 
shown, are displayed in a new Web page. Upon selecting one of the items on the new 
Web page, the screen returns to the previous Web page 912 having the shortened item 

25 list. 

FIGURE 10 is a flow diagram illustrating a series of process steps 1002 
performed by the host extension to detect an ellipses control on a host screen and to 
create a corresponding ellipsis button on a Web page. At a step 1004, the host 
extension retrieves information pertaining to an information field as sent from the host 
30 computer to the server computer. The retrieval of field information is described 
above with regard to the process of locating a function key field. 

At a step 1006, the host extension retrieves field information, and, in 
particular, the field text of a field, as sent by the host computer. For purposes of the 
following discussion pertaining to FIGURE 10, the field of the step 1004 is referred 
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to as the "previous" field, and the field of the step 1006 is referred to as the "current" 
field. 

At a step 1008, a determination is made of whether the previous field is an 
"entry" field. Each field received in a PS data stream is marked as either a protected 
5 field or an unprotected field. A Display control receiving this information enters a 
Boolean value in a Protected property of the object corresponding to the field. The 
host extension retrieves this property to determine whether a field is an entry field. If. 
a field is unprotected, information can be entered by a user into the field, and 
therefore it is an entry field. If the field is protected, the field is not an entry field. If, 

10 at the step 1008, the previous field is found to not be an entry field, the current field 
cannot be an F4-capable field, and the process terminates. 

If at the step 1008 the previous field is found to be an entry field, the 
processing continues at a step 1010 by trimming all of the blank characters from the 
end of the field text. At a step 1012, a test is made to determine whether the 

15 character string comprising three consecutive periods (e.g., "...") appears anywhere in 
the field text. If the result of this test 1012 is positive, a test is made to determine 
whether the last four characters in the field text are the character string comprising 
four consecutive periods (e.g., "...") at a step 1014. If the result of this test 1014 is 
positive, the current field is not an F4-capable field and the process terminates. 

20 If the result of the test 1014 is negative, at a step 1016 a test is made of 

whether the last four characters of the field text are the character string comprising 
one apostrophe immediately followed by three consecutive periods (e.g., "'..."). If the 
result of this test 1016 is positive, the current field is not an F4-capable field and the 
process terminates. 

25 If the result of the test 1016 is negative, the present field is an F4-capable 

field. Processing then continues to a step 1018, where further information is retrieved 
pertaining to the previous field. Specifically, the starting column, the starting row, 
and the length of the previous field are retrieved. At a step 1020, the host extension 
creates HTML statements encoding the information pertaining to the previous entry 

30 field. The process then terminates, having found an F4-capable field. 

If, at the step 1012, the character string comprising three consecutive periods 
is not found within the current field text, a test is made to determine whether the 
characters "F4" exist within the current field text at a step 1022. If the result of this 
test is negative, the current field is not an F4-capable field, and the process terminates. 
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If the result of the test 1022 is positive, the current field is an F4-capable field, and 
processing continues at the steps 1018 and 1020 to create the applicable HTML code. 

FIGURES 1 1 A and 1 IB illustrate a portion of an exemplary HTML document 
that is produced by employing the methods discussed above, to produce the Web 
5 page 9 12 as shown in FIGURE 9B. 

The present invention also provides users, in particular, system administrators, 
the ability to create custom Web pages corresponding to particular host screens. A 
set of files, each file comprising an HTML template, is maintained on the Web server. 
When the host extension receives a new PS data stream corresponding to a host 
10 screen, the host extension determines whether an HTML template corresponding to 
the new host screen exists on the Web server. If a corresponding HTML template is 
found, it is sent to the client computer and used to create the Web page presenting the 
information on the host screen. Following is a description of the process of utilizing 
page templates. 

15 FIGURES 12 A and 12B are flow diagrams illustrating the process of 

determining whether a new host screen corresponds to an existing HTML template, 
and creating a Web page accordingly. At a step 1204, the Display control receives a 
PS data stream representing a host screen from the host computer. At a step 1206, 
the Display control calculates a screen ID based on the new host screen. A screen ID 

20 is a result of a calculation that factors in the coordinate positions and contents of 
fields within a host screen. The calculation of a screen ID utilizes an algorithm 
designed so that unique host screens have unique corresponding screen IDs, thereby 
establishing a one-to-one relationship between screen IDs and unique host screens. 

At a step 1210, the host extension receives a new screen ID from the Display 

25 control and determines whether an HTML template having an associated screen ID 
matching the new screen ID exists. This determination is illustrated in further detail 
by FIGURE 12B, and explained below. If a matching template is not found, at a 
step 1212, the host extension creates an HTML file based on the new host screen, 
according to the mechanisms described above. At a step 1214, the Web server 

30 process 118 (shown in FIGURE 1) receives from the host extension the new HTML 
file and forwards this file to the client computer 104. 

If, at the step 1210, a matching HTML template is found, at a step 1216, the 
host extension retrieves the matching HTML template. At a step 1218, the host 
extension scans the HTML template for a "pull data" field. A pull data field is a field, 

35 embedded in an HTML template, that specifies information is to be retrieved from the 
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host computer screen corresponding to the HTML template. The pull data field 
specifies the particular data that is required. It is used when a Web page includes one 
or more particular fields that can change, although the rest of the Web page remains 
constant. For example, a Web page having a calendar or clock included therein can 
5 be implemented using one or more pull data fields to specify that the contents of the 
calendar or clock field must be retrieved. The information to be retrieved is in the 
corresponding host computer screen. 

The following is an exemplary statement including a pull data field in an 
HTML file: 

10 <!PullData.[2].[30].[23]> 

The numbers "2" and "30" in the pull data field indicate the row and column, 
respectively, of the desired information in the host screen. The number 23 indicates 
the length of the field in the host screen. 

At a step 1220, the host extension, based on the scan of the step 1218, 

15 determines whether a pull data field exists. If, at the step 1220, a pull data field is 
found, the host extension queries the Display control for the data at a step 1222. At a 
step 1224, the host extension inserts the newly retrieved data in the HTML template 
at the position of the pull data field. Control then returns to the step 1218, to scan the 
template for the next pull data field. 

20 If, at the test 1220, a pull data field is not found, processing proceeds to a 

step 1214, where the host extension sends the HTML template to the Web server 
process, which then forwards the HTML document to the client computer. 

FIGURE 12B illustrates in further detail the step 1210 of determining whether 
an HTML template that matches the screen ID exists. Prior to a discussion of this 

25 determination, a brief explanation of the use of bandwidth information in accordance 
with the invention is provided. 

The rate at which a client computer 104 receives data from the Web server 
computer 108 is referred to as the bandwidth. A system having a high bandwidth 
receives data faster than a system having a low bandwidth. The length of time that a 

30 user must wait for a client computer to receive an HTML document and associated 
data is reduced by minimizing the size of the files that are downloaded from the Web 
server to the client computer. Also, a client computer having low screen resolution 
capabilities may be considered to be low bandwidth, since it does not use the large 
amounts of data that represent high resolution images. The extra time required to 

35 receive high resolution images is not necessary for a computer having low screen 
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resolution. Additional reasons may exist for a client computer to be considered low 
bandwidth, such as a user preference to receive HTML files quickly, foregoing high 
resolution images. The present invention provides a method for reducing the data 
transfer time by providing two sets of HTML documents that are transferred from the 
5 server computer to the client computer. Having a knowledge of whether the system is 
operating in a low bandwidth mode or a high bandwidth mode, the host extension 
provides to the server process either a low bandwidth HTML document or a high 
bandwidth HTML document. The low bandwidth HTML documents contain less 
data, or reference files that contain less data, and therefore can be transferred across 

1 0 the network faster. 

A user at the client computer may be presented with a choice of whether to 
operate in low bandwidth mode or high bandwidth mode. This choice may be 
selected in a Web page. 

Returning to FIGURE 12B, at a step 1230, a determination is made of 

1 5 whether communication with the Web browser is operating in low bandwidth mode or 
high bandwidth mode. If the communication is operating in low bandwidth mode, the 
host extension conducts a search, at a step 1232, for a low bandwidth template having 
a screen ID that matches the host screen ID calculated in the step 1206, for the 
corresponding host connection. A preferable mechanism for conducting this search 

20 includes organizing HTML template files by directories and file names. Each host 
connection has one corresponding directory of HTML templates. The HTML 
template files have a name according to the format: 

<screen ID>low.html (1) 
where <screen ID> is the screen identifier. If a matching HTML template file is found 

25 at the step 1232, the determination is complete. 

If, at the step 1232, a file is not found, then at a step 1234 a similar search is 
conducted in the directory corresponding to all host connections. In accordance with 
the present invention, a single server computer can simultaneously support 
connections between multiple host computers and a single client computer. A user 

30 creating an HTML template specifies whether the template is to be used for a 
particular host connection or for all host connections. A preferable way to organize 
the templates is to have all templates corresponding to an individual host connection 
in a directory, where one directory exists for each host connection. In addition, a 
directory exists for templates that are designated to be used for all host connections. 
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During the step 1210 of determining whether an HTML template exists for the 
current screen ID, a search is first made, at the step 1232, in the directory 
corresponding to the particular host connection. If a template is not found, at the 
step 1234, a search is made in the directory corresponding to all host connections. If, 
5 at the step 1232, a matching HTML template file is found, the determination 1210 is 
complete, and the result is a positive match. If, at the step 1234, a matching file is not 
found, the determination 1210 is complete, and the determination is negative. 

If, at the step 1230, it is determined that the system is not in low bandwidth 
mode, a search is conducted, at a step 1236, for a high bandwidth HTML template file 
10 corresponding to the screen ID and the present host connection. In accordance with 
the file name format discussed above, a preferred file name format for high bandwidth 
files is: 

<screen ID>.html (2) 
where the <screen ID> has the same meaning as discussed above for low bandwidth 

15 files. If, at the step 1236, a matching high bandwidth HTML template file is found, 
the determination 1210 is complete, and the result is positive. 

If, at the step 1236, a matching file is not found, at a step 1238, a search is 
made in a directory corresponding to all host connections. If, at the step 1238, a 
matching HTML template file is found positive. The location of the matching HTML 

20 template file is saved in order to retrieve the file. 

As discussed briefly above, in accordance with the present invention, a server 
computer can control communications between a single client computer and multiple 
host computers concurrently. FIGURE 13 illustrates an architecture having a client 
computer 104 communicating with two host computers 106a and 106b. Two Display 

25 controls 114a and 114b are active on the server computer 108, each Display control 
corresponding to, and communicating with, one host computer. The corresponding 
communication mediums 112a and 112b may be physically distinct communication 
mediums, or, in the case of a network, the same physical communication medium 
utilizing network protocols to distinguish communications transferred across the 

30 medium. Each Display control 114a and 114b has a corresponding host 
extension 116a and 116b, communicating over respective corresponding bidirectional 
data paths 121a and 121b. 

One Web server process 1 18 is active on the server computer 108. The Web 
server process 118 communicates with the host extensions 116a and 116b via the 

35 server application framework, as described below. 
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As depicted in FIGURE 13, two Web browser applications 120a and 120b are 
active on the client computer 104, each Web browser application corresponding to 
one host computer. When a connection is established between a Web browser 120a 
and a host computer 106a, the server application framework creates a unique 
5 session IB. Thereafter, when an HTML document is sent from the server computer 
to the client computer, the unique session ID corresponding to the host 
extension 116a is included in each URL within the HTML document. When a user 
selects a hyperlink or button on the Web page, the URL containing the session ID is 
sent by the Web browser over the network to the Web server process 1 1 8, and 
10 forwarded to the server application framework. The server application framework 
extracts the session ID, and uses the session ID as an indication of which host 
extension to communicate with in response to the URL received from the Web 
browser. 

Following is an exemplary HTML statement illustrating a URL containing a 
15 session ID: 

<A HREF = 

7Scripts/Liveiis.Dll/MenuItem/60575/l/1307221321/68583D" 

(3) 

The value "60575" is the session ID in the above URL. The value 

20 "1307221321" is the screen ID. The last number, "68583D" is a unique identifier. 
The unique identifier is created to be unique for each hyperlink on each Web page. 
Web browser applications save, on a disk, a set of recently accessed hyperlinks and 
their corresponding HTML pages, and retrieve HTML documents from this "cache" 
when the corresponding hyperlink is selected a second time. Hyperlinks that are 

25 within the Web browsers disk cache are typically given a different appearance, such as 
a different color, on the display screen. In order to prevent caching of hyperlinks and 
corresponding HTML documents, the present invention includes the unique identifier 
in each URL, so that a Web browser never finds a selected URL within its disk cache. 
FIGURE 14 is a flow diagram illustrating a series of process steps 1402 

30 performed by the host extension to maintain multiple communication sessions 
between a client computer and multiple host computers. At a step 1404, the Web 
server process receives a request from a Web browser 120a running on the client 
computer 104. The request includes a session ID, as described above. At a 
step 1406, the Web server process forwards the request to the server application 

35 framework. At a step 1408, the server application framework extracts the session ID 
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from the request. At a step 1410, the server application framework determines the 
host extension 116a corresponding to the session ID. Preferably, the server 
application framework maintains in memory a table of active session IDs and 
corresponding host extensions, and utilizes this table to determine the proper host 
5 extension for a request from the Web browser. A new session 10 and a 
corresponding table entry are created when a user logs in to a host session, the table 
entry is deleted when the user logs off. At a step 1412, the server application 
framework routes the request from the Web browser to the appropriate host 
extension 116a. 

10 At a step 1414, the host extension 116a processes the request and returns 

appropriate information to the server application framework. Processing the 
command may include querying the Display control 1 14a for information, or sending a 
command to the Display control that is forwarded to the corresponding host 
computer 106a, If a command is forwarded to the host computer 106a, the host 

15 computer returns the information to the Display control in a PS data stream. The 
Display control then passes the information to the host extension. The information 
that the host extension returns to the server application framework may comprise a 
new HTML document. 

When the host extension creates an HTML document, it inserts, within the 

20 URLs that are included within the document, tags that identify where the session ID is 
to be placed. For example, the host extension may create the following HTML 
statement, corresponding to the HTML statement 3 above 
< A HREF = 

7Scripts/Liveiis.DllMenuItem/<!SessiordD>/l/1307221321/<UniqueI 
25 D M > (4) 

' At a step 1416, the server application framework replaces all of the 
<!SESSIONID> tags with the appropriate session ID. A host extension, therefore, 
does not need to be aware of the session ID corresponding to itself. The server 
application framework creates, and is the only process that interprets, session IDs. 
30 As illustrated above, the host extension also inserts a tag that is a placeholder 

for a unique identifier. The server application framework replaces this tag with a 
unique identifier, in order to avoid caching by the Web Browser, as discussed above. 

At a step 1418, the server application framework passes the information or 
HTML document to the Web server process 118. The Web server process sends the 
35 information, or HTML document, to the originating Web browser 120a on the client 
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computer 104. Commercially available Web server applications include the ability to 
keep track of multiple Web browser applications in order to handle a request from a 
Web browser application and return a new HTML document to the originating Web 
browser application. The invention, as described above, allows a Web server process 
5 to communicate with multiple processes on the server computer. The existence of 
multiple processes, or host extensions, on the server computer is transparent to the 
Web server process, which need only communicate with a single server application 
framework. A unique session ID corresponding to a host extension is created when a 
Web browser initiates communication with a host computer through a host extension, 

10 and remains a valid session ID until the session between the Web browser and the 
host computer terminates. 

A host computer screen may also include light pen-enabled fields. These are 
fields that are selectable with a light pen at the host computer. Two types of light 
pen-enabled fields exist: immediate light pen fields and delayed light pen fields. When 

15 a user at the host computer selects an immediate light pen-enabled field, a command is 
executed. When a user at the host computer selects a delayed light pen-enabled field, 
an indication is made on the host screen that the field has been selected. 

The invention includes a method of detecting light pen-enabled fields and 
creating corresponding instructions in an HTML document to produce fields on a 

20 Web page corresponding to the light pen-enabled fields. When an immediate light 
pen-enabled field is detected in a PS data stream, instructions to produce a button 
having text contained thereon are created. When a user at the client computer selects 
the button, a command is sent from the client computer to the host extension. 

When a delayed light pen-enabled field is detected in a PS data stream, 

25 instructions to produce a field containing text and a toggle character immediately 
preceding the text are created. When a user at the client computer selects the field, 
the toggle character changes from a first character to a second character. When the 
user selects the same field a second time, the toggle character changes back to the 
first character. The preferred toggle characters are a question mark (T) and a 

30 "greater than" sign (*>'). The question mark indicates that the field is not selected. 
The "greater than" sign indicates that a user has selected the field. 

While the preferred embodiment of the invention has been illustrated and 
described, it will be appreciated that various changes can be made therein without 
departing from the spirit and scope of the invention. 
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The embodiments of the invention in which an exclusive property or privilege 
is claimed are defined as follows: 

1. A method of controlling the transmission of information between a 
host computer and a remotely located client computer, wherein the client computer 
includes a browser application for viewing Web pages and is linked to a server 
computer by a network, and the host computer is linked to the server computer by a 
communication medium, the method comprising: 

receiving, at the server computer, data that is transmitted from the host 
computer, the data representative of a host computer display screen having a function 
key-capable field that represents an incomplete list of items included in the host 
computer display screen; 

upon receipt of the data transmitted from the host computer by the server 
computer, parsing the data to locate the function key-capable field; 

creating, at the server computer, at least one instruction corresponding to the 
function key-capable field that when received by the Web browser causes a control 
and an incomplete list of items to be created and displayed in a Web page that 
represents the host computer display screen, the control being selectable to cause a 
complete list of items to be displayed in the Web page; 

transmitting the instruction to the client computer; 

receiving a command from the client computer, the command indicative of a 
user selection of the selectable control; 

sending a request for a complete list of items to the host computer; 

receiving, at the server computer, additional data including information 
pertaining to the complete list of items from the host computer; 

displaying the additional data on a Web page that represents the host 
computer display screen; and 

transmitting, from the server computer to the client computer, additional 
instructions that cause the Web browser to produce a second Web page containing 
the complete list of items from the host computer. 

2. The method of Claim 1, wherein the first set of instructions and the 
second set of instructions comprise statements in the Hypertext Markup Language. 
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3. The method of Claim 1, wherein the predetermined function key is an 
F4 function key. 

4. The method of Claim 1, wherein the host computer is an IBM AS/400 
computer. 

5. The method of Claim 1, wherein the host computer is an IBM 
mainframe computer. 

6. The method of Claim 1, wherein the selectable control is a button. 

7. The method of Claim 1 , wherein the parsing of the data comprises: 
determining whether a character string comprising three consecutive periods 

exists in a field of the data; 

determining whether a character string comprising four consecutive periods 
exists in the field of the data; 

determining whether a character string comprising an apostrophe immediately 
followed by three consecutive periods exists in the field of the data; 

if the character string comprising four consecutive periods exists in the field, 
determining that the field of the data is not a function key-capable field; 

if the character string comprising an apostrophe immediately followed by three 
consecutive periods exists in the field, determining that the field of the data is not a 
function key-capable field; and 

if the character string comprising three consecutive periods exists in the field 
and the character string comprising four consecutive periods does not exist in the field 
and the character string comprising an apostrophe immediately followed by three 
consecutive periods does not exist in the field, determining that the field is a function 
key-capable field. 

8. The method of Claim 7, further comprising: 

determining whether a previous field immediately prior to the field of data is 
an entry field; and 

if the previous field is not an entry field, determining that the field of data is 
not an entry field. 

9. The method of Claim 1, wherein the network linking the client 
computer and the server computer is the Internet. 
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10. The method of Claim 1, wherein the network linking the client 
computer and the server computer is a Local Area Network. 

11. A method of controlling the transmission of information between a 
host computer and a remotely located client computer, wherein the client computer 
includes a browser application and is linked to a server computer by a network, and 
the host computer is linked to the server computer by a communications medium, the 
method comprising: 

receiving, at the server computer, data transmitted from the host computer, 
the data representative of a host computer display screen; 

determining whether an instruction template corresponding to the host 
computer screen exists; 

if the instruction template corresponding to the host computer screen exists, 
transmitting the instruction template to the client computer; and 

if the instruction template corresponding to the host computer screen does not 

« 

exist, creating a set of instructions having a portion of the data that is transmitted 
from the host computer and received by the server computer and transmitting the set 
of instructions to the client computer. 

12. The method of Claim 11, wherein the instruction template includes a 
pull data field that specifies information desired from the host computer, the method 
further comprising: 

locating the pull data field; 

retrieving the information desired from the host computer; and 
inserting the information desired from the host computer into the instruction 
template. 

13. The method of Claim 12, wherein the insertion of the information into 
the instruction template is performed prior to the transmitting the instruction template 
to the client computer. 

14. The method of Claim 1 1, further comprising: 

determining whether the client computer is operating in a low-bandwidth 

mode; 
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if the client computer is operating in a low-bandwidth mode and a low- 
bandwidth instruction template corresponding to the host computer screen exists, 
transmitting the low-bandwidth instruction template to the client computer; and 

if the client computer is not operating in a low-bandwidth mode a high- 
bandwidth instruction template corresponding to the host computer screen exists, 
transmitting the high-bandwidth instruction template to the client computer, wherein 
the low-bandwidth instruction template is different from the high-bandwidth 
instruction template. 

15. The method of Claim 11, wherein a plurality of instruction templates 
exist, each template having an associated screen identifier, the method further 
comprising determining a host screen identifier corresponding to the host computer 
screen; and wherein the determining whether an instruction template corresponding to 
the host computer screen exists includes determining whether an instruction template 
having an associated screen identifier that matches the host screen identifier exists. 

16. The method of Claim 15, wherein the determining whether an 
instruction template corresponding to the host computer screen exists includes: 

if an instruction template corresponding to the host computer does not exist, 
determining whether an alternate instruction template having an associated screen 
identifier that matches the host screen identifier exists, wherein the alternate 
instruction template corresponds to a computer screen of a second host computer; 
and 

if the alternate instruction template exists, transmitting the alternate instruction 
template to the client computer. 

17. A method of controlling the transmission of information between a 
host computer and a remotely located client computer, wherein the client computer 
includes a browser application and is linked to a server computer by a network, and 
the host computer is linked to the server computer by a communications medium, the 
method comprising: 

receiving, at the server computer, data that is transmitted from the host 
computer, the data representative of a host computer display screen; 

determining whether the data transmitted from the host computer includes at 
least one menu item field; 
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if the data transmitted from the host computer includes at least one menu item 
field, creating at least one instruction that represents a hyperlink field corresponding 
to the menu item field; 

determining whether the data transmitted from the host computer includes at 
least one function key field; 

if the data transmitted from the host computer includes at least one function 
key-capable field, creating at least one instruction that represents a hyperlink field 
corresponding to the function key field; 

determining whether the data transmitted from the host computer includes at 
least one light pen-enabled field; 

if the data transmitted from the host computer includes at least one light pen- 
enabled field, creating at least one instruction that represents a hyperlink field 
corresponding to the light pen-enabled fields; 

determining whether the data transmitted from the host computer includes at 
least one function key-capable field; and 

if the data transmitted from the host computer includes at least one function 
key-capable field, creating at least one instruction that represents a button control 
corresponding to the function key-capable field. 

18. A method of controlling the transmission of information between a 
host computer and a remotely located client computer, wherein the client computer 
includes a browser application and is linked to a server computer by a network, and 
the host computer is linked to the server computer by a communication medium, the 
method comprising: 

receiving, at the server computer, data that is transmitted from the host 
computer, the data representative of a host computer display screen having multiple 
fields and a cursor positioned in a focus field; 

automatically creating a set of instructions representing web page fields 
corresponding to the fields of the host screen; 

determining that one of the web page fields is a cursor field corresponding to 
the focus field of the host screen; 

automatically creating at least one cursor positioning instruction in the set of 
instructions, the cursor positioning instruction representing the information that a 
cursor is to be positioned within the cursor field; and 

transmitting the set of instructions to the client computer. 
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19. The method of Claim 18, wherein the communication medium linking 
the host computer to the server computer is an SNA network and the data received 
from the host computer comprises a data stream including an insert cursor token 
indicative of the focus field. 

20. The method of Ciaim 19, wherein the set of instructions includes 
instructions in the Hypertext Markup Language. 

21. A method of controlling the transmission of information between a 
plurality of host computers, including a first host computer and a second host 
computer, and a remotely located client computer, wherein the client computer 
includes a plurality of browser applications and is linked to a server computer by a 
network, and the host computers are linked to the server computer by at least one 
communication medium, the method comprising: 

receiving, at the server computer, data that is transmitted from the first host 
computer, the data representative of the first host computer display screen; 

creating a set of at least one instruction representative of the first host 
computer display screen, wherein at least one instruction includes an identifier that 
identifies the first computer; 

transmitting the set of instructions to the client computer; 

receiving, at the server computer, data that is transmitted from the second host 
computer, the data representative of the second host computer display screen; 

creating a second set of at least one instruction representative of the second 
host computer display screen, wherein at least one instruction includes a second 
identifier that is different from the first identifier and identifies the second computer; 

transmitting the second set of instructions to the client computer; 

receiving a command from the client computer, the command including a 
return identifier; 

determining, based on the return identifier, a host computer corresponding to 
the return identifier; 

if the return identifier corresponds to the first host computer, sending a 
command to the first host computer; and 

if the return identifier corresponds to the second host computer, sending a 
command to the second host computer. 
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<HTML> 
<HEAD> 

<SCRIPT language=javascript>function DisplayHelp (page) { 
var path = "/Live/help/" + page; 
window, open (path, "ArpeggioLiveHelp", "toolbars=l, 
location=0, directories=0, status=l, menubar=l, scrollbars=l, 
resizable=l, copyhistory=0, width=600, height=700"); } 
</SCRIPT> 
</HEAD> 

<META HTTPrEQUIV- 'REFRESH" CONTENT="180; 
URL=/scripts/Liveiis.dll/Timeout/34502/"> 

<TITLE>AS400 - AS400 - AS400 Demo</TITLE> 
<BODY background=" " 

onLoad+ H document.forms[0].TextInputxR20xC7xL153.focus()"> 
<center> 

<h2 align=center>ARPEGGIO&#153 Live! Publishing 
Server</h2> 
</center> 

<table border=l bgcolor="#000000 M > 
<TR> 
<TD> 

<FONT SIZE=3> 

<F0RMMETH0D= ,, P0ST"ACTI0N=7scripts/Liveiis.dll/ 
Fonn/34502/1 3 0722 1 32 l/277DFC/"> 
<pre> 

<FONT COLOR= ,, #00FFFF">MAIN</FONI> 

<FONT COLOR="#FFFFFF">AS/400 Main Menu</FONT> 

<FONT COLOR= ,, #00FF00">System:</FONT> 
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<FONT COLOR="#00FF00">WALLRED </FONl> 
<FONT COLOR= ,, #00FFFF">Select one of the 
following:</FONT> 

<FONT COLOR>"00FF00> <A HREF=7scripts/Liveiis.dll/ 
MenuItem/34502/l/1307221321/277DFC"> <FONT COLOR= 
"#00FF00"> 1 . User tasks</FONT></a></FONT> 

<FONT COLOR = #00FF00"> <A HREF=7scripts/Liveiis.dll/ 
MenuItenV34502/2/1307221321/277DFC"> <FONT COLOR= 
"#00FF00">2. Office tasks</FONT> </a> </FONT> 

<FONT COLOR="#00FF00"> <A HREF=7scripts/Liveiis.dll/ 
MenuItem/34502/3/1307221321/277DFC"> <FONT COLOR= 
"#00FF00">3. General system tasks</FONT> </a> </FONT> 

<FONT COLOR="#00FF00"> <A HREF=7scripts/Liveiis.dll/ 
MenuItem/34502/4/1307221321/277DFC"> <FONT COLOR= 
"#00FF00 M >4. Files, libraries, and folders</FONT> </a> 
</FONT> 

<FONT COLOR="#00FF00 ,, > <A HREF=7scripts/Liveiis.dll/ 
MenuItem/34502/5/1307221321/277DFC"> <FONT COLOR= 
'^OOFFOO'^S. Programming</FONT> </a> </FONT> 

<FONT COLOR="#00FF00"> <A HREF=7scripts/Liveiis.dll/ 
MenuItem/34502/6/1307221321/277DFC"> <FONT COLOR=" 
#00FF00">6. Communications</FONT> </a> </FONT> 

<FONT COLOR="#00FF00"> <A HREF=7scripts/Liveiis.dll/ 
MenuItem/34502/7/1307221321/277DFC"> <FONT COLOR= 
"#00FF00 H >7. Define or change the system</FONT> </a> 
</FONT> 

<FONT COLOR="#00FF00"> <A HREF=7scripts/Liveiis.dll/ 
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MenuItem/34502/8/1307221321/277DFC"> <FONT COLOR= 
"#00FF00">8. Problem handling</FONT> </a> </FONT> 

<FONT COLOR="#00FF00"> <A HREF= , 7scripts/Liveiis.dll/ 
MenuItem/34502/9/1307221321/277DFC"> <FONT COLOR= 
"#00FF00">9. Display a menu</FONT> </a> </FON1> 

<FONT COLOR="#00FF00"> <A HREF=7scripts/Liveiis.dll/ 
MenuItem/34502/10/1307221321/277DFC ,, > <FONT COLOR= 
"#00FF00">10. User support and education</FONT> </a> 
</FON1> 

<FONT COLOR="#00FF00"> <A HREF=7scripts/Liveiis.dll/ 
Menurtem/34502/90/1307221321/277DFC"> <FONT COLOR= 
"#00FF00">90. Sign off</FON1> </a> </FON1> 

<FONT COLOR="#00FF00"> Selection or 
command</FONT> 

<FONT COLOR="#00FF00"> = = => </FONT> 

<INPUT TYPE— 'text" SIZE=73 MAXLENGTH= 153 NAME= 
"TextrnputxR20xC7xL153" Value= » ' > 

<FONT COLOR="#00FFFF"> <INPUT TYPE=" submit" 
NAME-T3" VALUE=' Exif> </FONT> 

<FONT COLOR="#00FFFF"> <INPUT TYPE="submit" 
NAME-T4" VALUE=' Prompf> </FONT> 

<FONT COLOR="#00FFFF"> <INPUT TYPE="submit" 
NAME="F9" VALUE=' Retrieve^ </FONT> 

<FONT COLOR="#00FFFF"> <INPUT TYPE— 'submit" 
NAME="F12" VALUE=' Cancel^ </FONT> 
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<FONT COLOR= ,, #00FFFF"> <INPUT TYPE="submit" 
NAME-T13" VALUE=* User supports </FONT> 

<FONT COLOR="#00FFFF"> <INPUT TYPE= ,, submit M 
NAME-T23" VALUE=' Set initial menu*> </FONT> 

<FONT COLOR="#FFFFFF"> (C) COPYRIGHT IBM CORP. 
1980, 1989. </FONT> 

</pre> 

</TD> 
</TR> 
</TABLE> 

More Keys: 
<SELECT NAME="SendKey"> 
<OPTION SELECTED>Enter 
<OPTION>Attention 
<OPTION>Backspace 
<OPTION>Back Tab 
<OPTION>Clear 
<OPTION>Delete 
<OPTION>Dup 
<OPTION>End 
<OPTION>Erase EOF 
<OPTION>Erase Input 
<OPTION>Field Exit 
<OPTION>Field Minus 
<OPTION>Field Plus 
<OPTION>Home 
<OPTION>Help 
<OPTION>Print 
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<OPTION>Page Up 
<OPTION>Page Down 
<OPTION>Reset 
<OPTION>System Request 
<OPTION>Tab 
<OPTION>Test Request 
<OPTION>Fl 
<OPTION>F2 
<OPTION>F3 
<OPTION>F4 
<OPTION>F5 
<OPTION>F6 
<OPTION>F7 
<OPTION>F8 
<OPTION>F9 
<OPTION>F10 
<OPTION>Fll 
<OPTION>F12 
<OPTION>F13 
<OPTION>F14 
<OPTION>F15 
<OPTION>F16 
<OPTION>F17 
<OPTION>F18 
<OPTION>F19 
<OPTION>F20 
<OPTION>F21 
<OPTION>F22 
<OPTION>F23 
<OPTION>F24 
</SELECT> 
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<INPUT TYPE= ,, submit" VALUE=" SendKey"> 
<INPUT TYPE="submit" NAME=" SettingsButton" 

VALUE="Settings"> 
<INPUT TYPE= ,, submit" NAME—' Logofffiutton" VALUE= 

"Logoff > 

<INPUT TYPE= ,, button ,, VALUE="Help" 
onclick="DisplayHelp ('UserGuide^OO/index.htmr)'^ 
<HR><BR> 

<INPUT TYPE="image" NAME="KeyMap " SRC="Live/ 
Images/AS4_0409.Gif'xBR> 

<INPUT NAME— 'CtrlCheckBox" TYPE=checkbox VALUE= 
"OOOl'^CTRL 

<INPUT NAME="AltCheckBox" TYPE=checkbox VALUE= 
"0002">ALT 

<INPUT NAME="ShiftCheckBox" TYPE=checkbox 
VALUE="0003 ">SHEFT 
</Fomi> 
</FONT> 
</BODY> 

<div align=center> <center> 

</TABLE BORDER=l cellpadding=l> 
<TR> 
<TD> 

<STRONG> Copyright © 1996. Wall Data Incorporated 

</STRONG> 

<TD> 
</TR> 
</TABLE> 
<div> </center> 
</HTML> 
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START 



704- 



RECEIVE DATA FROM 
HOST COMPUTER 



706- 



CREATE AN HTML DOCUMENT 
CORRESPONDING TO HOST SCREEN 



708- 



DETERMINE CURSOR FIELD 



710 



1 



INSERT INTRUSIONS IN HTML 
DOCUMENT TO SET 
FOCUS TO CURSOR FIELD 



712 



1 



SEND HTML DOCUMENT 
TO CLIENT COMPUTER 



i 

DONE 




702 
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804 



1 



806 



SET 
BUFFER 
ADDR 



808 



-810 r 812 r 814 r 816 



ROW 



CBL 



SMJIT 



£1 



INSERT 
CURSOR 



802 



J? 
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1006 



GET THE FIELD TEH 
FROM THE DATA STREAM 




_S 



1010 



1002 



TRIM ALL OF THE 
BLANK CHARACTERS 
OFF OF THE END 
OF THE FIELD 




GET INFO ABOUT THE 
PREVIOUS ENTRY FIELD 
(START COLUMN, START ROl LENGTH) 




WRITE HTML, ENCODING 
THE PREVIOUS INFORMATION 



V 



1020 
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<HTML> 
<HEAD> 

<SCRIPT Ianguage=javascript>function DisplayHelp(page) { 
var path = "/alive/help/' + page; 

window.open(path, "ArpeggioLiveHelp", "toolbars=l, 
location=0, directories=0, status=l, menubar=l, scrollbars=l, 
resizable=l, copyhistory=0, width=600, height=700"); } 
</SCRIPT> 
</HEAD> 

<META HTTP-EQUIV="REFRESH" CONTENT=" 180; 
URL^scripts/aliveiis.Dll/Timeou^OS??/*^ 

<TITLE>AS400 - AS400 Demo</TITLE> 
<BODY background^' " 

onLoad =,, document.forms [0] .TextInputxR5xC3 7xL 1 0 .focus()"> 
<center> 

<h2 align=center>ARPEGGIO&#153 Live! Publishing 
Server</h2> 
</center> 

<table border=l bgcolor="#000000"> 
<TR> 
<TD> 

<FONT SIZE=3> 

<FORM METHOD = "POST" ACTI0N=7scripts/aliveiis.Dll/ 
Form/60577/3 1 8 1 93 1 12/1 8FD7B9/"> 
<pre> 

<FONT COLOR="#FFFFFF"><STRONG> Go to 

Menu (GO) </STRONG></FONT> 

<FONT COLOR="#00FFFF"><STRONG>Type choices, press 
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Enter.</STRONG></FON1> 

<FONT COLOR="#00FF00">Menu 

</FONT> 

<INPUT TYPE—'text" SIZE=10 MAXLENGTH-10 NAME= 
"TextInputxR5xC37xL10" Value=""> 

<FONT COLOR="#00FF00">Name, generic*, *ALL 
</FONT> 

<FONT COLOR="#00FF00"> Library </FONT> 

<INPUT TYPE="text" SIZE= 1 0 MAXLENGTH= 1 0 NAME= 
"TextInputxR6xC39xL10" Value="*LIBL"> 

<FONT COLOR= ,, #00FF00">Name, *LIBL, *CURLIB 
<INPUT TYPE="submit" NAME="PROMPTxR6xC39xL10" 
VALUE=" ... "x/FONT> 

<FONT COLOR="#00FF00">Return point 

</FONT> 

<INPUT TYPE="text" SIZE=4 MAXLENGTH=4 NAME= 
"TextInputxR7xC37xL4" Vahie="*YES"> 

<FONT COLOR="#00FF00">*YES, *NO </FONT> 

<FONT COLOR= ,, #FFFFFF ,, xSTRONG><A HREF= 
7scripts/aliveiis.Dll/SendKey/60577/Page+Up/3 1 8 193 1 12/ 
18FD7B9"> 

<FONTCOLOR= ,, #FFFFFF">Up</FON'IX/a></STRONG> 
</FONT> 

<FONT COLOR= ,, #00FFFF"><STRONGxlNPUT TYPE= 
"submit" NAME-T3" VALUE="Exit"> 
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<INPUT TYPE= ,, submit" NAME-T4" VALUE="Prompt M > 
<INPUT TYPE= ,, submit ,, NAME="F5" VALUE="Refresh"> 
<INPUT TYPE="submit" NAME- 'F 12" VALUE=="Cancer> 
<INPUT TYPE="submit" NAME-T13" VALUE="How to 

use this display"> 
<INPUT TYPE="submit" NAME="" VALUE="More keys"> 

</STRONG></FONT> 

</pre> 
</TD> 

</TR> 

<A , ABLE> 

More Keys: 
<SELECT NAME="SendKey"> 
<OPTION SELECTED>Enter 
<OPTION>Attention 
<OPTION>Backspace 
<OPTION>Back Tab 
<OPTION>Clear 
<OPTION>Delete 
<OPTION>Dup 
<OPTION>End 
<OPTION>Erase EOF 
<OPTION>Erase Input 
<OPTION>Field Exit 
<OPTION>Field Minus 
<OPTION>Field Plus 
<OPTION>Home 
<OPTION>Help 
<OPTION>Print 
<OPTION>Page Up 
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<OPTION>Page Down 
<OPTION>Reset 
<OPTION>System Request 
<OPTION>Tab 
<OPTION>Test Request 
<OPTION>Fl 
<OPTION>F2 
<OPTION>F3 
<OPTION>F4 
<OPTION>F5 
<OPTION>F6 
<OPTION>F7 
<OPTION>FB 
<OPTION>F9 
<OPTION>F10 
<OPTION>Fll 
<OPTION>F12 
<OPTION>F13 
<OPTION>F14 
<OPTION>F15 
<OPTION>F16 
<OPTION>F17 
<OPTION>F18 
<OPTION>F19 
<OPTION>F20 
<OPTION>F21 
<OPTION>F22 
<OPTION>F23 
<OPTION>F24 
</SELECT> 
<INPUT TYPE="submit" VALUE="SendKey n > 

SUBSTITUTE SHEET (RULE 26) 



WO 98/26359 



PCT/US97/16456 



24/28 Ttf. 11B 

<INPUT TYPE="submit" NAME=" Settings" VAJ 
"Settings'^ 

<INPUT TYPE="submit" NAME="Logofif" VAL 
"Logoffs 

<INPUT TYPE="button" VALUE— 'Help" onclicl 
"DisplayHelpCUserGuide/as400/index.html')"> 

<HR><BR> 

<INPUT TYPE="image" NAME-'KeyMap" SRC 
Images/HostKeymap.Gif><BR> 

<INPUT NAME="CTRL" TYPE=checkbox VAL 
CTRL 

<INPUT NAME="ALT" TYPE=checkbox VALL 
ALT 

<INPUT NAME=" SHIFT" TYPE=checkbox VAI 
"0003">SHIFT 
</Form> 

</FONI> 

</TABLE BORDER=l cellpadding=l> 
<TR> 
<TD> 

<STRONG> Copyright © 1996. Wall Data Inc 

</STRONG> 

<TD> 
</TR> 
</TABLE> 
<div> </center> 
</BODY> 
</HTML> 
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1204 




1202 




RECEIVE PS DATA STREAM 


1206-^ 


1 



CALCULATE SCREEN ID 




RETRIEVE TEMPLATE 



1218 



SCAN TEMPLATE FOR A 
"PULL DATA' FIELD 



1220 



1222* 



RETRIEVE DATA 




1214 



INSERT DATA 
IN TEMPLATE 



1224 



J 



ZL 



SEND HTML DOCUMENT 
TO CLIENT COMPUTER 




DONE 



1212 



CREATE HTML 
DOCUMENT 
CORRESPONDING TO 
HOST SCREEN 
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CO 



CO fc) 

8 



CO 



8 



Z\ 
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RECEIVE REQUEST FROM THE BROWSER 



ROUTE REQUEST TO THE SERVER APPLICATION FRAMEWORK 



1408 



EXTRACT SESSION ID FROM URL 



1410 



DETERMINE HOST EXTENSION CORRESPONDING TO SESSION ID 



i £!5 

ROUTE THE COMMAND TO THE APPROPRIATE 
EXTENSION BASED ON SESSION ID 



u ^1414 

PROCESS THE COMMAND AND RETURN APPROPRIATE 
INFORMATION, INCLUDING A TAG <!SESSION ID> 



1416 



REPLACE ALL<!SESSION ID> TAGS WITH 
THE APPROPRIATE SESSION ID 



1418 



SEND HTML DOCUMENT TO THE WEB 
SERVER AND FORWARD IT TO THE BROWSER 
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